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- Bridge Decks and Barrier Walls . .

, 300% Total Project Savings
- Roads, Parking Garages and Concrete Slabs

- Power Generation and MRI .

, . Zero Maintenance

- Tunneling and Temporary Reinforcement

- Dams, Sea Walls and Marine Applications
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TUF-BAR 45 GPa

Bent Bars

Product Data Sheet: TUF-BAR 45 GPa Bent Bars Dec 2018

Units #3-45 #4-45 #5-45 #6-45 #7-45 #8-45

Nominal Diameter mm 10 13 15 20 22 25
(CSA 5807) inch 3/8 12 5/8 3/4 7/8 1
Fiber Type ................... E-CR g|ass ...............

Resin Type
Fiber Content (by Weight) 0 eesesseressesrssrnnsssanesssnnes > 8000  eeceererrenscrrnncrennisennes
Guaranteed Ultimate Tensile Strength 900
(Straight Portion ASTM D7205 / CSA S806 ; 123 130 130
Minimum Tensile Modulus of Elasticity GPa  ceececcescecieciecietiecieinncnes 4B eeescescescescesceccncencanes
(Straight Portion ASTM D7205 / CSA S806) KSi ~ seeersesssesssessnesssuessananees G671 eseossesssresessenssassone

Minimum Tensile Strength
(Bent Portion ASTM D7914)

Weight g/m 150 259 433 611 816 1105
Ib/ft 0.10 0.17 0.29 0.41 0.55 0.74

Effective Cross-Sectional Area (Including 203 290

Coating) (CSA 5807) 0.308 0.440

Nominal Cross-Sectional Area mm’ 71 129 199 284 387 510

(CSA S807) inch? 0.110 0.200 0.308 0.440 0.600 0.791

TUF-BAR 45 GPa Bent Bars Comply with:

« CSA S807, Grade |
« MTO, Grade | Bends
« ASTM D7957
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WWW.TUF-BAR.COM St Petersburg, FL, 33701 Edmonton, AB, T6B 3P3 info@tuf-bar.com



